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The 4th Generation M3

The integrated overall M concept

The S65B40 engine with 8 cylinders and

exceptional high engine-speed concept




Notes on this product information

Symbols used

The following symbols are used in this product information to facilitate
better comprehension and to draw attention to important information.

A\ Contains information to facilitate better understanding of the
described systems and their function.

<« ldentifies the end of a note.

Information status and national variants

BMW vehicles conform to the highest safety and quality standards.
Changes in terms of environmental protection, customer benefits and
design render necessary continuous development of systems and
components.Consequently, this may result in deviations between this
product information and the vehicles available in the training course.

This document describes only EURO variants of left-hand drive vehicles.
Some controls or components may be arranged differently in right-hand
drive vehicles from the way shown on the graphics in the product
information. Further differences may arise as the result of the equipment
variants used in specific markets or countries.

Additional sources of information

Further information on the individual subjects can be found in the
following:

- Owner's Handbook

- BMW diagnostic system

- Workshop systems documentation
- SBT BMW Service Technology.
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M3 Models

Four Generations of the M3

EU Models E30 E36 E46 E92
M3 Coupé Coupé | Coupé Coupé Coupé Coupé Coupé Coupé

2.3 2.5 3.0 3.0 3.2 3.2 3.2 4.0

(Evo.l) Evo.lll GT CSL

Year 86-91 1990 92-95 1995 95-00 01-06 2003 07-

4 cyl. 4 cyl. 6 cyl. 6 cyl. 6 cyl. 6 cyl. 6 cyl. V8
Engine model S14B23 S14B25 | S50B30 S50B30 S50B32 | S54B3200  S54B32T0 | S65B4000
Cyligdercapaoity 2302 2467 2990 2990 3201 3246 3246 3999
[cm”]
Power
[hp/kW] 2001147 238175 | 286/210 295/217 321/236 | 343/252 360/265 420/309
At engine speed
[rpm] 6750 7000 7000 7000 7400 7900 7900 8300
max. >7000 >7000 7280 7280 7600 8000 8000 8400
Power [hp/kW]
per litre 87164 96/70 96/70 99/73 100/74 105/77,3 111/82 105/77.3
Torque [Nm]

240 240 320 323 350 365 370 400
At engine speed
[rpm] 4750 4750 3600 3900 3250 4900 4900 3900
EU weight*
[kd] 1275 1275 1535 1535 1535 1570 1460 1655
DIN power to
weight ratio
[kg per hp/kW] 6.0/82 5069 | 51/70 4.9/6.7 4.516.2 4.4/5.9 3.9/5.2 3.8/5.1
Accel.
0-100 km/h [s] 6.7 6.5 6.0 5.9 5.5 5.2 4.9 4.8
1000 m** [s] 27.2 26.7 25.6 255 24.7 24.2 23.5 23.3
Vinax [km/h] 235 248 250%**  25Q%**  25(Q*** 250%** 250%** 250*** (280)

(280)

* unladen weight on-the-road, with 75 kg load,
fuel tank 90 % full, no optional equipment

** standing start

*** electronically controlled down/limited

(in brackets: increase in option V4



Comparison with E46 M3 and E92 335i

EU Models E92 M3 E46 M3 E92 335i
Coupé Coupé Coupé

Year 07- 01-06 07-

Engine model V8 6 cyl. 6 cyl. series
S65B4000 S54B3200 N54B30U0

Cylinder capacity [Cm3] 3999 3246 2979

Power [hp/kW] 420/309 343252 306/225

At maximum 8300 7900 5800

speed [rpm] 8400 8000 7000

Power [bhp/kW] per litre 105/77.3 105/77.3 102.775.5

Torque [Nm] 400 365 400

At engine speed [rpm] 3900 4900 1300-5000

EU weight*[kg] 1655 1570 1600

DIN power to weight ratio

[kg per hp/kW] 3.8/5.1 4.4/5.9 5.0/6.8

Acceleration

0-100 km/h [s] 4.8 5.2 5.5

1000 m** 23.3 24.2 24.5

Vinax [km/h] *** 250 (280) 250 250

* unladen weight on-the-road, with 75 kg load,
fuel tank 90 % full, no optional equipment

** standing start

*** glectronically controlled down/limited
(in brackets: increase in option Va4
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Foreword

A new addition to the "M’ family has just
arrived. The new BMW M3.

A simple letter and number combination which
has become synonymous with an extremely
powerful and dynamic performance car.

The M3 is now in its fourth generation with a
history of success in the world of motor sport,
winning races across the globe since its
beginning back in 1985. Not only has the race
version of the M3 gained a successful motor
sports heritage, its on road credentials live up
to the expectations and demands of today’s

1- E92 M3 side panel

M3 drivers. The E92 M3 will be launched in
the middle of 2007.

This precisely balanced sports car will set new
benchmarks in driving dynamics for sport
coupes. As with its predecessor the focus has
been on optimizing the power to weight ratio
whilst maintaining the high engine speed
concept. This combination ensures that both
power and driving agility are exceptional,
placing the M3 in an even higher level of sport
car competition.



